
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Jul 30, 2020
1

Product data sheet
Characteristics

VW3A9705
wall mounting housing kit - for variable speed
drive - size 3

Main
Range of product Altivar
Accessory / separate
part category

Protection accessory

Accessory / separate
part type

IP21 protection kit

Product compatibility Variable speed drive ATV630 motor at 2.2 kW
500...690 V
Variable speed drive ATV630 motor at 3 kW
500...690 V
Variable speed drive ATV630 motor at 4 kW
500...690 V
Variable speed drive ATV630 motor at 5.5 kW
500...690 V
Variable speed drive ATV630 motor at 7.5 kW
500...690 V
Variable speed drive ATV630 motor at 11 kW
500...690 V
Variable speed drive ATV630 motor at 15 kW
500...690 V
Variable speed drive ATV630 motor at 18.5 kW
500...690 V
Variable speed drive ATV630 motor at 22 kW
500...690 V
Variable speed drive ATV630 motor at 30 kW
500...690 V
Variable speed drive ATV930 motor at 2.2 kW
500...690 V
Variable speed drive ATV930 motor at 3 kW
500...690 V
Variable speed drive ATV930 motor at 4 kW
500...690 V
Variable speed drive ATV930 motor at 5.5 kW
500...690 V
Variable speed drive ATV930 motor at 7.5 kW
500...690 V
Variable speed drive ATV930 motor at 11 kW
500...690 V
Variable speed drive ATV930 motor at 15 kW
500...690 V
Variable speed drive ATV930 motor at 18.5 kW
500...690 V
Variable speed drive ATV930 motor at 22 kW
500...690 V
Variable speed drive ATV930 motor at 30 kW
500...690 V

Accessory / separate
part destination

Variable speed drive

Range compatibility Altivar Process ATV600
Altivar Process ATV900

Complementary
Kit composition All the mechanical parts including a pre-cut plate for fixing the cable glands

Fixing accessories
Instruction sheet

Packing Units
Package 1 Weight 2.629 kg
Package 1 Height 28.800 cm
Package 1 width 26.400 cm
Package 1 Length 29.400 cm
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Offer Sustainability
REACh free of SVHC Yes
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS

Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=500298987&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=500298987&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=500298987&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=500298987&lang=en-us

