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TDP 0,2

Features

 – Low response time

 – Open circuit voltage 10…150 mV per rpm

 – Redundant output (TDPZ)

 –

 –

 –

 –

Reversal tolerance

Linearity tolerance

Isolation class B

Calibration tolerance

Climatic test Humid heat, constant

Interference immunity

Approval

TDP 0,2

Performance

TDPZ 0,2

Performance

TDP 0,2, TDPZ 0,2

Shaft type ø11 mm solid shaft 

 

Torque

Admitted shaft load  

Materials  

Resistance  

 

 

Connection Terminal box

TDP 0,2

Rotor moment of inertia

TDPZ 0,2

Rotor moment of inertia

Optional

 –

 –
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TDP 0,2, TDPZ 0,2

TDP0,2LT-
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Type
Open-circuit 

voltage

Minimum load required depending 

on speed range [rpm]

Maximum 

operating speed

Armature 

resistance

Armature 

inductance

0-3000 0-6000 0-nmax

U0

[mV/rpm]

RL RL RL nmax

[rpm]

RA (20°C) LA

[mH]

TDP0,2LT-6 10 10000 3 6
TDP0,2LT-7 20 10000 11 23
TDP0,2LT-10 30 10000 26
TDP0,2LT-5 40 10000
TDP0,2LT-4 60 10000 200
TDP0,2LT-3 100 6000
TDP0,2LT-1 --- 4000 630 1260

Twin tachogenerator with redundant output

(The data refer to each of the two tachogenerator outputs)

TDPZ0,2LT-7 20 10000
TDPZ0,2LT-5 40 10000
TDPZ0,2LT-4 60 10000 160
TDPZ0,2LT-3 100 --- 6000

Superimposed ripple (for RC

Data according to type

RA LA

U0(n) U(n) RL C

RA1

A2Tachogenerator

RC A

LA

 RL
U(n) = U

0
(n)  

RL
0(n) for R > RL >>  RA

  
RA + RL

Polarity for positive rotating direction: A1 (TDPZ: 1A1, 2A1): + (VDE) 

 A2 (TDPZ: 1A2, 2A2): - (VDE)
U(n)

-U(n)

-n n
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View A - Connecting terminal TDP 0,2

Polarity for positive direction of rotation

 

              

+

-
A2

A1

 

View A - Connecting terminal TDPZ 0,2

Polarity for positive direction of rotation

 

+

-
1A2

1A1

+

-
2A2

2A1

 

Terminal assignment

TDP 0,2, TDPZ 0,2

Accessories

Carbon brushes

Mounting accessories
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Dimensions

A

M20x1.5

M16x1.5

Positive rotating direction

 ød L1 L2

 7 8.3 3

 11 12.6 4

 14 16.1 5

TDP 0,2
TDPZ 0,2

A

M20x1.5

M16x1.5
Positive rotating

direction

 ød L1 L2

 7 8.3 3

 11 12.6 4

 14 16.1 5

TDP 0,2TDPZ 0,2

TDP 0,2, TDPZ 0,2
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