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Type | Weiont 1lH|B|C|D|E|F|G|I|J|KILIM|N|/O|P|R|S|T|U|V|W|a|e| f |"xmum
9 (1) (1) space @
40/56H 8 242 | 263 | 120
40/63G 8.5 262 | 362|140 | 66 | 132 | 55 | 40 |106| 70 | 126|106 | 9 |13 | 84 | 77 |110| 60 | 87 | 9 | 5 |10| 85 | 43 18 | 6 20.8 50
40/71K-N 11 286 | 386 | 160
49/56H 9 253|274 120
49/63G 10 | 273|373 140 25 28.3
49/71K-N 13 297 | 397 | 160 77 | 152| 66 | 49 | 116 | 80 | 140 |125|11 (15| 86 | 86 |125| 70 |100| 9 | 5 |10| 85 | 42 (24) 8 ©27.3) 60
49/80K-N 18 367 | 472 | 200
61/63G 15 287 | 387 | 140
61/71F 18 311 | 411 | 160
61/71K-N 18 311 | 411 | 160
61/80K-N 23 345 | 450 | 200 30 33.3
61/90S 27 356 | 475 | 200 87 | 186| 78 | 61 | 140|102 | 164|152 (11 |17 | 110 | 108|180 | 115|150 11| 5 | 12| 106 | 51 @25) 8 (28.3) 67
61/90L 29 358 | 500 | 200
61/100L 37 450 | 581 | 250
61/112M 45 488 | 616 | 250
87/71F 27 343 | 443 | 160
87/71K-N 32 343 | 443 | 160
87/80K-N 32 377 | 482 | 200
87/90S 36 388 | 507 | 200 | 117 | 248 | 105 | 87 | 164 | 150 | 192 | 208 | 14| 21 | 130 | 143|210 | 152|180| 11| 5 |12|130| 65 | 35 | 10| 38.3 110
87/90L 38 390 | 532 | 200
87/100L 46 436 | 567 | 250
87/112M 54 474 | 602 | 250
110/80K-N 48 405 | 510 | 200
110/90S 52 416 | 535 | 200
110/90L 54 418 | 560 | 200
110/100L 62 464 | 595 | 250 | 141 | 306 | 124 | 110 | 194 | 184 | 226 | 252 | 16 | 24 | 160 | 182 | 265 | 170 | 230 | 13| 6 |15|155| 75 | 40 | 12| 43.3 115
110/112M 70 502 | 630 | 250
110/132S 87 536 | 697 | 300
110/132M 100 579 | 736 | 300
130/90S 73 449 | 568 | 200
130/90L 75 451 | 593 | 200
130/100L 82 497 | 628 | 250
130/112M 90 535 | 663 | 250
130/132S 107 569 | 730 | 300 | 180 | 350 | 145 | 130 | 190 | 220 | 222 | 308 | 16 | 27 | 165 | 205| 290 | 180 | 255 | 16 | 10 | 18 | 182 | 100 | 45 |14 | 48.8 179
130/132M 120 612 | 769 | 300
130/160M 158 740 | 871 | 350
130/160L 158 740 | 915 | 350
130/180 199 805 | 933 | 350

(1) These dimensions are indicatives, they are depending of motor manufacturers.

%E General motors dimensions page 0.9

() Under requirement

Unless specified differently by the customer, motor reducers supplied, use B-5 flange mounting motors and normal position terminal board box
(page 0.9).

Approximate weights are shown in the tables.

We reserve the rights to modify any dimensions, without changing the type number of reducers.

Diskets for CAD systems are also available, providing to scale, drawings of reducers and accessoires.
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