
MOTOR MAC QI 250 L

Parámetros motor / Motor parameters

PLACA DE CARACTERÍSTICAS / NAMEPLATE DATA
MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L

bob A61 bob B61 bob C61 bob D61 bob E61 bob F61 bob G61 bob H61
Nm 2810 2810 2810 2810 2810 2810 2810 2810
rpm 302 422 542 602 662 762 862 1022
KW 88.8 124.1 159.5 177.1 194.9 224.2 253.8 300.7
V 400 400 400 400 400 400 400 400
A 183.3 246.9 310.4 341.4 378.7 425.5 485.9 566.4
Hz 16.0 22.0 28.0 31.0 34.0 39.0 44.0 52.0
Cos fi 0.82 0.82 0.81 0.82 0.81 0.82 0.81 0.81
Rend / eff. 0.86 0.89 0.91 0.92 0.93 0.93 0.94 0.94
J (Kg m2) 2.833 2.833 2.833 2.833 2.833 2.833 2.833 2.833

ESQUEMA EQUIVALENTE POR FASE EN ESTRELLA / PHASE STAR EQUIVALENT SCHEMA
MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L MAC QI 250 L

bob A61 bob B61 bob C61 bob D61 bob E61 bob F61 bob G61 bob H61
Rs (mOhm) 66.6 36.2 22.1 18.5 14.8 11.6 9.0 6.6
Rr (mOhm) 67.9 36.8 22.7 18.8 15.2 12.0 9.2 6.8
Rfe (Ohm) 111.9 78.7 58.9 52.3 45.3 39.2 32.4 26.4
Ls (mH) 2.341 1.271 0.785 0.647 0.525 0.415 0.318 0.233
Lr (mH) 1.627 0.876 0.539 0.443 0.364 0.283 0.219 0.159
Lm (mH) 28.330 15.411 9.628 8.030 6.214 5.191 3.784 2.879
Ts (s) 0.460 0.460 0.472 0.470 0.456 0.481 0.457 0.469
Tr (s) 0.441 0.442 0.447 0.452 0.432 0.455 0.435 0.449
Kt 109 81 63 58 52 46 40 35
Im (A/fase) 68.5 92.8 117.8 127.9 150.9 158.1 192.4 214.6
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